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CERTYEX ... o
Axel Johnson International

Ovalring JDT A

. . Master links til samling 1 - eller 2-parts bandstropper og wirer EN 818-4 FN 12414
Produkt information 9 P PP 9 ... Read more

Maerkning: | henhold til standard
Overflade: Rgd malet.
Standard: EN 818-4, EN 13414

Sikkerhedsfaktor: 4:1
Klasse: 8

certex-

© September 2026 - All Rights Reserved dk_stage_'s_axi nter.dev



https://certex-dk.stage.ls.axinter.dev/old-stage-lofteudstyr/loftekomponenter/ovalringe/ovalring-jdt-a-p303342

Ovalring JDT A
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Lifting Solutions Group
Axel Johnson International

Stregteghing

Tekniske data

Varenummer

401100160200
401100240200
401100340200
401100530200
401100800200
401101250200
401101700200
401102000200
401102500200
401103350200
401104500200
401105600200
401107100200

401109000200

Type

A13
A16

A18

A 32
A 36
A 40
A 45
A 50
A 56
A 63
AT71

A 80

WLL
ton
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@ dmm

13
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tmm mm

110

110

135

160

180

200

260

300

340

350

400

430

460

500

Vaegt
kg

0,6
0,9
15
2,35
3,85
6,2
8,65
13
17,35
23,54
29,95
46,3
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